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The ASM 310 (figure 6) is suitable for both vacuum detection 
and sniffing detection of leaks. It offers a whole range of 
convincing advantages:

 ■ Dry pumping system
 ■ Fore-vacuum pumping speed of 1.7 m3/h
 ■ Ultralight (only 21 kilograms) and mobile
 ■ Smart design with retractable handle
 ■ For horizontal or vertical operation
 ■ Removable control panel with magnets for positioning on a 

metal surface
 ■ SD memory card provides storage capabilities (bitmap or 

text file) and makes it easy to post-process leak detector 
results

 ■ Large bright color touchscreen with graphics
 ■ Intuitive and customizable menu

The MiniTest 300 (figures 7 and 8) is a quartz window leak 
detector weighing only 5 kg. It is available with a mobile case 

on wheels and can be used in inaccessible places thanks to 
its compact dimensions of about 30 x 20 x 26 cm. The 
MiniTest works on the vacuum detection method only. By 
dispensing with a backing pump, this model is extremely 
lightweight. Advantages at a glance:

 ■ Rugged, reliable and easy to service
 ■ Vacuum leak detection with a quartz window sensor for 

localizing and quantifying even the smallest of leaks
 ■ Compact size and lightweight – ideal for service call-outs
 ■ Leaks of up to 5 · 10-7 hPa l/s detectable at a pumping 

speed of 1 l/s
 ■ Good water vapor tolerance
 ■ Inlet pressure up to 200 hPa abs.
 ■ Option to connect an external compact gauge
 ■ Low maintenance costs

Do you need help choosing or designing the best vacuum 
solution for your application? Please feel free to contact us!

Figure 7: MiniTest 300 portable leak detector Figure 8: Mobile case on wheels for the MiniTest 300 

Table 2: Sniffing and vacuum methods with their detection limits

Sniffer leak detection Vacuum leak detection

Portable leak detector

Method Sniffing the test gas-filled test object Spraying with helium

Mechanical strength Against overpressure
Against atmospheric pressure from outside 
against vacuum (differential pressure 1000 hPa)

Detection limit < 1 · 10-8 Pa m3 s-1 < 5 · 10-13 Pa m3 s-1
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VACUUM SOLUTIONS FROM A SINGLE SOURCE 
Pfeiffer Vacuum stands for innovative and custom vacuum solutions worldwide,  
technological perfection, competent advice and reliable service.

COMPLETE RANGE OF PRODUCTS 
From a single component to complex systems:
We are the only supplier of vacuum technology that provides a complete product portfolio. 

COMPETENCE IN THEORY AND PRACTICE 
Benefit from our know-how and our portfolio of training opportunities!  
We support you with your plant layout and provide first-class on-site service worldwide.

Are you looking for a 
perfect vacuum solution?
Please contact us:


